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Significant reduction in energy consumption! 

Features 

SANYOôs Unique Energy-Saving Control Program 

Linear inverter compressor offers 

more precise operation control. 

Anti-dew heater power control  

according to ambient temperature. 

Energy Saving Rate 

Refrigerator Freezer 

Approx.60
*

% 

Refrigerator- Freezer 

Approx.43
*

% Approx.47
*

% 

* Energy saving rate (%) = (1-J Series power consumption/F Series power consumption) ×  100.  

   Calculated according to JIS B 8630 Commercial refrigerators and freezers—characteristics and test methods.   Comparison between SANYO products in Japan.   

   Ambient conditions: temperature 30° C, humidity 70%, refrigerator temperature setting 5° C (freezer compartment temperature setting −20° C for freezer or refrigerator freezer),  

   operation time 24 hours.  

   Door opening/closing conditions: open for 10 seconds every 5 minutes (15 minutes for freezer compartment), opening angle 90º 

SANYO Commercial Refrigerator-Freezer  J series 
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Three operation modes to suit the userôs needs 

Normal Mode  

Big cuts in  
power consumption!  

Power consumption  

Å Refrigerator 

   Max. 60% reduction 

 

Å Freezer 

   Max. 43% reduction  

 

Å Refrigerator-freezer 

   Max. 47% reduction  

For higher  

level of  

refrigeration 

Freshness mode*  
(refrigerator) 

Reducing the range of temperature 

control restricts food deterioration,  

such as dripping and discoloration.  

It keeps the taste and nutritional 

value of the food. 

Advanced freezing mode  
(freezer and refrigerator- freezer’s 
 compartment) 

Reducing the range of 

temperature control 

maintains the food 

quality by preventing 

it from drying-out. 

For greater 

energy savings Night mode*  

(refrigerator) 

After constant temperature is detected 

for a certain time, night mode is 

selected to achieve a further 

approx. 4% energy savings. 

Selectable 

Normal mode Freshness mode and Advanced freezing mode 

Temperature 

fluctuations 

* Night mode is not available with Freshness mode. 

Features SANYO Commercial Refrigerator-Freezer  J series 
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Advanced Functions 

Linear Inverter Compressor Achieves High Energy Efficiency 

Constant- speed Compressor (previous models) 

Temperature control by thermostat ON/OFF operation.  

Inverter Compressor (previous models) 

Temperature control by stepped-frequency operation. 

Linear Inverter Compressor 

Energy-saving control program steplessly controls  

the operation frequency. Provides more precise 

control of internal temperature fluctuations when 

doors are opened. 

Significant reduction 

in energy consumption! 

[eco indicator] Indicates 

Energy-Saving Operation 

[eco indicator] lights to indicate energy-saving operation. 

Freshness mode (refrigerator) or Advanced freezing mode 

(freezer and refrigerator-freezer) 

DC Fan Motor 

A DC fan motor is adopted to enhance 

operating efficiency. This fan generates less 

heat and wastes less energy than a fan used 

ten years ago. 

Comparison of power consumption according to compressor type (conceptual diagrams) 

Features SANYO Commercial Refrigerator-Freezer  J series 
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Easy to Use 

Identical upper and lower doors can be reversed on-site 

to flexibly accommodate sudden layout changes. 

Doors Reversible On-Site  

The door surfaces are 

clear-precoated SUS 430 to 

resist dirt and facilitate 

cleaning. 

Easy-to-Clean Door Surfaces 

Standardized width dimensions make it a breeze to 

switch from a conventional unit. 

Doors Reversible On-Site  

Changes in Width (Units: mm)  

Changes in Depth (Units: mm)  

Changes in Height (Units: mm) 

J Series 615 745 900 1200 1460 1785 

Conventional Series 620 745 900 1210 1460 1800 

J Series 650 800 

Conventional Series 600 800 

J Series 1950 

Conventional Series 2000 

The new lift mechanism 

acts when closing a door 

to improve auto-closing 

and maintain the 

temperature of the stored 

foods. New door seals 

enhance sealing to 

improve refrigeration 

performance. 

Improved Auto-Closing 

Features SANYO Commercial Refrigerator-Freezer  J series 
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Width 615mm Width 745mm Width 900mm Width 1200mm 

Model No. ÁSRR-J681V 

 

ÁSRR-J681VL  

 (left-hand opening)  

ÁSRR-J781V 

 

ÁSRR-J781VL 

 (left-hand opening) 

ÁSRR-J981VS 

 (center pillar less) 

ÁSRR-J981V 

ÁSRR-J1281VS 

 (center pillar less) 

ÁSRR-J1281V 

ÁSRR-J1283VS 

 (center pillar less) 

Outside Dimension (mm) W615xD800xH1950 W745xD800xH1950 W900xD800xH1950 W1200xD800xH1950 W1200xD800xH1950 

Inside Dimension (mm) W515xD700xH1450 W645xD700xH1450 W800xD700xH1450 W1100xD700xH1450 W1100xD700xH1450 

Power supply 1-phase 100V * 1-phase 100V * 1-phase 100V * 1-phase 100V * 3-phases 200V * 

Model No. ÁSRR-J661V 

 

ÁSRR-J661VL  

 (left-hand opening)  

ÁSRR-J761V 

 

ÁSRR-J761VL 

 (left-hand opening) 

ÁSRR-J961VS 

 (center pillar less) 

ÁSRR-J1261VS 

 (center pillar less) 

ÁSRR-J1261V 

Outside Dimension (mm) W615xD650xH1950 W745xD650xH1950 W900xD650xH1950 W1200xD650xH1950 

Inside Dimension (mm) W515xD550xH1450 W645xD550xH1450 W800xD550xH1450 W1100xD550xH1450 

Power supply 1-phase 100V * 1-phase 100V * 1-phase 100V * 1-phase 100V * 

Refrigerator 

This image is the center pillar less type. 

Temperature Range: - 6  HCFC- Free Refrigerant 

*These models need a transformer . 
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Line Up SANYO Commercial Refrigerator-Freezer  J series 

Made in Japan 
On Sale 

  *Exterior and specifications are subject to change without notice.   
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Refrigerator Temperature Range: - 6  HCFC- Free Refrigerant 

Width 1460mm Width 1785mm 

Model No. ÁSRR-J1581VS 

 (center pillar less) 

ÁSRR-J1581V  

 

ÁSRR-J1583VS 

 (center pillar less) 

 

ÁSRR-J1881V ÁSRR-J1883V 

Outside Dimension (mm) W1460xD800xH1950 W1460xD800xH1950 W1785xD800xH1950 W1785xD800xH1950 

Inside Dimension (mm) W1360xD700xH1450 W1360xD700xH1450 W1685xD700xH1450 W1685xD700xH1450 

Power supply 1-phase 100V * 3-phases 200V * 1-phase 100V * 3-phases 200V * 

Model No. ÁSRR-J1561VS 

 (center pillar less) 

 
ÁSRR-J1561V-3 

(slim door) 

ÁSRR-J1861V 

 

 

Outside Dimension (mm) W1460xD650xH1950 W1460xD650xH1950 W1785xD650xH1950 

Inside Dimension (mm) W1360xD550xH1450 W1360xD500xH1450 W1685xD550xH1450 

Power supply 1-phase 100V * 1-phase 100V * 1-phase 100V * 

This image is the center pillar less type. 

*These models need a transformer . 
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   Freezer    Temperature Range: -  HCFC- Free Refrigerant 

Width 615mm Width 745mm 

Model No. ÁSRF-J681V 

 

ÁSRF-J681VL  

 (left-hand opening)  

ÁSRF-J683V 

 

ÁSRF-J683VL 

 (left-hand opening) 

ÁSRR-J781V 

  

ÁSRR-J781VL 

 (left-hand opening) 

ÁSRR-J783V 

 

ÁSRR-J783VL 

 (left-hand opening) 

Outside Dimension (mm) W615xD800xH1950 W615xD800xH1950 W745xD800xH1950 W745xD800xH1950 

Inside Dimension (mm) W515xD700xH1450 W515xD700xH1450 W645xD700xH1450 W645xD700xH1450 

Power supply 1-phase 100V * 3-phases 200V * 1-phase 100V * 3-phases 200V * 

Model No. ÁSRF-J661V 

 

ÁSRF-J661VL  

 (left-hand opening)  

ÁSRR-J761VS 

 

ÁSRR-J761VL 

 (left-hand opening) 

Outside Dimension (mm) W615xD650xH1950 W745xD650xH1950 

Inside Dimension (mm) W515xD550xH1450 W645xD550xH1450 

Power supply 1-phase 100V * 1-phase 100V * 

*These models need a transformer . 
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   Freezer    Temperature Range: -  HCFC- Free Refrigerant 

Width 900mm Width 1200mm Width 1460mm Width 1785mm 

Model No. ÁSRF-J983VS 

 (center pillar less) 

 

ÁSRF-J1283VS 

 (center pillar less) 

ÁSRF-J1283V 

ÁSRF-J1583VS 

 (center pillar less) 

ÁSRF-J1583V  

 

ÁSRF-J1883V 

Outside Dimension (mm) W900xD800xH1950 W1200xD800xH1950 W1460xD800xH1950 W1785xD800xH1950 

Inside Dimension (mm) W800xD700xH1450 W1100xD700xH1450 W1360xD700xH1450 W1685xD700xH1450 

Power supply 3-phases 200V * 3-phases 200V * 3-phases 200V * 3-phases 200V * 

Model No. ÁSRF-J963VS 

 (center pillar less) 

ÁSRF-J1263VS 

 (center pillar less) 

ÁSRF-J1263V 

ÁSRF-J1563VS 

 (center pillar less) 

ÁSRF-J1563V-3 

(slim door) 

ÁSRF-J1863V 

 

Outside Dimension (mm) W900xD650xH1950 W1200xD650xH1950 W1460xD650xH1950 W1460xD650xH1950 W1785xD650xH1950 

Inside Dimension (mm) W800xD550xH1450 W1100xD550xH1450 W1360xD550xH1450 W1360xD500xH1450 W1685xD550xH1450 

Power supply 3-phases 200V * 3-phases 200V * 3-phases 200V * 3-phases 200V * 3-phases 200V * 

This image is the center pillar less type. 

*These models need a transformer . 

D
e
p

th
 8

0
0

m
m

  
D

e
p

th
 6

5
0

m
m

  

Line Up SANYO Commercial Refrigerator-Freezer  J series 
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  *Exterior and specifications are subject to change without notice.   




